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Details of instruments with technical s
Research Station, SDAU, Sardarkrushinagar

[ Specifications

-1

Name of
Instrument

pecification to be purcha

| SBOVER

SEED GRADER

Capacity: 1 Ton/Hr. of pulses

All steel construction  having two flat oscillating screens

perforation cleaning of top screen by beaters an_d bottom
screen by nylon brushes, double aspiration, variable shoe shake

5 HP motor for operation on 3 Ph, A.C. supply

Screen
Size Top: 60-70 x 70-75 cm bottom 65-70 x130 cm.

regulated feed hopper with feed roller,
dynamically balanced fan, air chamber, screen

Deck and spouts are self cleaning type. .
O.A. size: 307 x 142 x 256 cm (LxWxH). Approximate

Complete with electric motor, starter, switch,
One set of screen and all other standard features.

SUB-ASSEMBLIES & PARTS

1. ADDITIONAL SCREEN SET : 5 sets
2. AIR TRUNK:3 Nos

MOBILE V.B.
ELEVATOR

(SPS) to Feed G-2

With One Way Discharge Valve.
Capacity: 2.0 Tons/Hr.

Discharge Height : 3 meters
Complete with 1 HP electric motor, starter and switch.

SEED GRAVFTY
SEPARATOR

Capacity: 1.5 to 2 Tons/Hr.

Compact and sturdy steel channel frame , deck size 800 x1590
mm (W x L) dynamically balanced fans (3 Nos.) with individual
adjustable air control, variable oscillation speed of deck with the
help of variable frequency drive, variable lengthwise & sidewise
inclination of deck, has hydraulic system for cleaning of deck,
Regulated feeding, built in air filters.

Complete with electric motor of 4 HP for

Fans and 1 HP for deck, and starter, switch.

SUB-ASSEMBLIES & PARTS
ADDITIONAL DECK ASSEMBLY

T /E—
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Earnest Money Deposit/Security Deposit

Amount of EMD

The bidder shall submit an Earnest Money amounting to 3
% of the each Instrument value.

!\)

Submission of EMD

Tender shall be accompanied by an earnest money. without
which tender will not be considered. The amount should be
deposited in the form of Bank Demand Draft in favour of
SDAU FUND ACCOUNT, SBI DANTIWADA BRANCH,
BRANCH CODE 2760

Refund of EMD

The earnest money of unsuccessful Bidder will be refunded.

Security Deposit (SD)

In the event of any lack in supply/commissioning of]
work/services, the successful bidder shall promptly take
necessary action to resolve it. at no additional fees to the
Purchaser.
Successful bidder shall deposit Rs. 5 % of the each
instrument value as the Security Deposit (SD) money as
follows :

1. Bank Demand Draft duly discharged in favour of "

SDAU FUND ACCOUNT, SBI DANTIWADA BRANCH,
BRANCH CODE 2760"

2. No interest will be paid by the University on the, EMD &

Security Deposit.
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